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PALINI VERNICI SRL
Tel. 0039-0364-882725

V.LE RIMEMBRANZE, 12 
Fax  0039-0364-882740

25055 PISOGNE – BS – ITALY
E-MAIL : exp@palini.com 

Visit
our
Website
at:





www.palini.com                          

Dear  Sir,

We would like to introduce PALINI, as a manufacturer of a large range of items, for car refinishing  and  industrial  painting  products, both  water and  solvent  based.

我们介绍一下PALINI,相当大的一系列汽车修补漆和工业漆产品的生产商(水性的和溶剂型的均有).

Established in 1944, PALINI has been able to develop and update its range of products for car refinishing in order to offer products to satisfy the market demands.
PALINI建立于1944年, 现在能够开发一系列的汽车修补漆和更新原有的修补漆来提供市场需要的满意的产品
Most of our products for car refinishing are approved by FIAT, ALFA ROMEO and LANCIA.
我们的大部分汽车修补漆产品已通过了FIAT, ALFA ROMEO 和 LANCIA.的认可
Our range of products include:
我们的产品系列包括

ENAMELS FOR CARS

Acrylic-polyurethane 2K, Acrylic base-coat  and  water  and solvent  based,

 Acrylic 1 pack, synthetic, nitro-synthetic.
汽车漆

双组分丙烯酸-聚氨酯漆,水性的和溶剂型的丙烯酸底漆

单组分丙烯酸漆,合成漆,硝基合成漆

INDUSTRIAL ENAMELS

Alkyd, nitro, epoxy, polyurethane, fast drying synthetic, chlorinated rubber, iron-micaceous  etc.
工业漆

醇酸漆、硝基漆、环氧树脂漆、聚氨酯漆、快干合成树脂漆、氯化橡胶漆、云母氧化铁漆等

SOLVENTS, ANTIRUST, PUTTIES, FILLERS, SEALERS, CLEAR LACQUERS.
溶剂型漆、防腐漆、腻子、填充底漆、封闭底漆、透明漆



The following information is just a quick guide to the wide range of products we can offer.

For more information please ask for details from our sales office.
下列信息只是我们所能提供的大量产品的快速指南

更为详细的信息请向我们的销售处查询

ENAMELS FOR CARS REFINISHING

汽车修补漆

407 SERIES
Nitro-synthetic enamel for car refinishing.
407系列

汽车修补用硝基合成漆

Just 62 base colours are used to obtain about 60,000 colours (Solid – Metallic - Pearl) for all European, American , Japanese and  Korean cars. All colours for motorcycles are also available.
仅需62种基础色就可调制大约60,000种颜色(包括实体色、金属闪光色、珠光色)，用于所有欧洲、美国、日本和韩国的汽车。也可调制所有的摩托车的颜色。
The regularly updated formulations on microfiche and  CD, colour books and colour listings are helpful support materials to identify, match and reproduce colours.
缩影胶片和CD、色卡等上面定期更新的配方和CD、颜色类书籍和颜色列表是确认、调配和再生产指定颜色漆的有帮助的材料
The 407 series meets the best performance requirements of a nitro-synthetic system:

it is also the best to fill an aerosol-spray can
407系列满足了硝基合成漆体系的最好的性能要求:

它用于填充气溶胶自喷罐也是最好的

MULTICRYL 900

MULTICRYL  900  system offers   1  PACK   also    2 K  ACRYLIC  ENAMEL.
MULTICRYL  900体系提供单组分和双组分的丙烯酸漆
An acrylic-polyurethane mixing system is used to match solid colours, 2K, and base-coat metallic, solid and pearl finishes in a two coats  system.
丙烯酸--聚氨酯混合体系可用于调制实色漆、双组分漆和在二道漆体系中做底层金属闪光漆、实色漆和珠光面漆。

All solid and metallic colours are also offered in ACRYLIC 1  PACK.
也提供所有的单组分的丙烯酸实色漆和金属闪光漆。

The system, just 68 base colours and a few binders, offers about 60,000 colours for all Japanese, European , American and Korean cars.  All colours for motorcycles are offered too.

The regularly updated formulations on microfiche, and CD, CHROMACARD (sprayed references of  colour) and colour listings are helpful support materials to identify, match and reproduce colours.
该体系仅需68种基础色和一种很少基料就可调制大约60,000种颜色，用于所有欧洲、美国、日本和韩国的汽车。也可调制所有的摩托车的颜色。
        显微胶片上的定期地更新的配方和CD、CHROMACARD（供参考喷涂的色卡）和颜色列表是确认、调配和再生产指定颜色漆的有帮助的材料
Direct gloss and two coat system with different coverage can be obtained according to the employed binder.   Series 900 offers:
定向光泽和不同遮盖力的两道体系能根据所使用基料得到。900系列提供：

as  DIRECT  GLOSS  2K  enamel ( solid shades – pastel  shades) 
作为双组分定向光泽漆（实色调—浅色调）
1- CLASS  807   ACRYLIC 2K                                      ( tinters  900   plus   binder    900.0807 )

2- CLASS  907   HIGH SOLID ACRYLIC 2K              ( tinters  900   plus   binder    900.2K07 ) 

3- CLASS  903   A. polyurethane x BIG SURFACES    ( tinters  900   plus   binder   900.2K03 )

4- CLASS 910    ACRYLIC 2K EXTRA SOLID S.T.   ( tinters  900   plus   binder   900.2K10 ) 

5-CLASS  920    ACRYLIC  2K- VOC< 420 GR/LT    ( tinters  900   plus   binder    900.2K20)
1-类         807   双组分丙烯酸漆                                   （色浆  900  加  基料        900.0807）

2-类         907   高固体份双组分丙烯酸漆                   （色浆  900  加  基料        900.2K07）

3-类         903   聚氨酯漆x 大面积区                           （色浆  900  加  基料        900.2K03）

4-类         910   双组分超高固体份丙烯酸漆               （色浆  900  加  基料        900.2K10）

5-类         920   双组分丙烯酸漆VOC< 420 GR/LT    （色浆  900  加  基料        900.2K10）
                                                                                                                                   +  993.0420).

as BASE-COAT  matt   FOR  2  COATS  SYSTEM  (metallic, pearls, solid shades)
作为二道漆体系的底涂层(金属闪光漆、珠光漆、实色漆)

1- CLASS  823    NORMAL OPACITY                         (tinters   900     plus   binder   900.DS23 )

2- CLASS  925    HIGH SOLID - HIGH OPACITY      (tinters   900     plus   binder   900.DS25 )
1-类         823    正常遮盖力                                         （色浆  900   加     基料         900.DS23）

2-类         925   高固体份-高遮盖力                            （色浆  900   加    基料        900.DS25）

as DIRECT  GLOSS -    1  PACK  ACRYLIC (solid  and  metallic  shades)
作为单组分定向光泽丙烯酸漆（实色调和金属闪光色调）
1 - CLASS  813    ACRYLIC  1  PACK                         ( tinters  900    plus   binder  900.0813 )   
1-类         813       单组分丙烯酸漆                               （色浆  900   加     基料       900.0813）

Class 920, acrylic enamel 2K extra solid, does not need any thinner for the application and it respects the future European regulations (VOC< 420 gr/lt), on offering a quick job with excellent results.
920，双组分超高固体份丙烯酸漆，施工时不需要任何稀释剂且符合将来的欧洲的规章（VOC < 420gr/lt），提供优异性能
To explain the advantages that our MULTICRYL 900 can offer in comparison with   products that our competitors can offer, please note that our MULTICRYL 900, by itself, offers, as direct gloss paint 2K, the same possibilities that you can obtain from the 500 line and from the 5000 line and that, as first coat matt in the two coats system, the same possibilities that you can obtain from the 600 line and from the 6000 line by Du Pont. All these possibilities just with one single system: the MULTICRYL 900 system.
为了能说明我们的MULTICRYL 900与我们的竞争对手的产品相比能提供的优点，请注意，我们的MULTICRYL 900自身提供定向光泽双组分涂料，同样的可能性你从500线和从5000条线和那能获得，像在两道涂层体系里的底涂层，同样的可能性你从600条线和从在Du Pont的6000条线能获得。所有的这些可能性来自单一体系：MULT ICRYL 900

The quantity of  binder to be used is clearly shown on each formula on  microfiche or CD.

In order to explain  how the 900 series works, we send you, enclosed herewith, some formulas (taken from our microfilms) for different available enamels in direct gloss and in two coats system. The prices of the different base colours and binders of the formulas reported on the examples, are those shown in the price list enclosed herewith. The costs of the reproduced colours are obtained by calculating the prices of the employed base colours and the prices of the binders.  
所使用的基料的数量在缩影胶片或CD上各个的配方中有清楚地是表示。

为了说明900系列怎样工作，我们送给你，并此附上一些各样漆的配方（摘自我们的缩影胶片），包括定向光泽漆和两道漆体系。配方中的不同的基础色浆和基料的价格在例子中有叙述，并在附上的价格列表里列出。再生产指定颜色漆的成本可由计算使用的基础色浆和基料的价格得到。

120 HYDROPAL                                                                                        
WATER   BORN SYSTEM  FOR  CAR-REFINISH
汽车修补的水性涂料体系
120 HYDROPAL  offers through its 68  tinters, water born, the matt base-coat   for  a 2  coat-system  in  pearl, metallic, solid  colours :  2K  solid colours are offered too.
120  HYDROPAL  提供68种水性的色浆，两道珠光漆、闪光漆、实色漆中的无光底色漆；也提供双组分实色漆。

120 Hydropal  works  through  tinters  and  binders on  offering  not  only  the  higher  opacity  on  the  market  but  the  possibility  to continuously up-date  the  system  following the development of  new  technology without  changing  tinters.
120  Hydropal  通过调配色浆和基料不仅提供市场上高遮盖力的油漆，而且无须更换色浆就使体系随着科技的发展而不断更新成为可能。

High  opacity, low  V.O.C.  emissions  ( < 300  gr/lt), quick  drying, not freezing,

normal application equipment are the top performances offered  by  120  Hydropal.
120 Hydropal  提供高遮盖力、低V.O.C.  释放量  ( < 300  gr/lt)、快干、不冻结的产品，一般的施工设备即可产生高性能的漆膜。

In 120  Hydropal, formulas are, at present available in about  60,000  shades  for  European,  American,  Japanese,  Korean  cars. 

120  Hydropal体系提供的配方目前可调制大约60,000种色调，用于欧洲、美国、日本和韩国的汽车。
Already available, in  120  HYDROPAL, is the  ACRYLIC  PAINT  2K,  WATER  BASED, utilised  for  the  underhood.
120  HYDROPAL早已提供的是水性的双组分丙烯酸漆，用于  underhood.
All Palini Bodywork Systems – 407 – 900 - 120 – make use of sprayed cards for colour finding. To date these cards are collected in the Chromacard System consisting of around 15,000 car colours  and yearly updated.
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Palini 车身体系—407—900-120  使用喷涂的色卡作为颜色基础.如今这些色卡收集于Chromacard 体系,包括大约15,000种汽车的颜色并且每年更新一次.

Please note that Palini suggests the following
请注意Palini 有如下建议:

complete cycle for car repairing.

汽车修理完全系列


We suggest you do the following:
我们建议你如下操作:

A   - Polyester  knife-putty   
      Art. 861.0090

B   - Primer for plastic      
      Art. 844.2000

B1 - Polyurethane  filler 2K (5:1) 
    Art. 873.2K51 --or   873.ER31 ( sandable  after  60' at 20°C).

C   - 900 line-acrylic enamel            Class 907 =   direct gloss 2k. 

                                                          Class  925 =  1°coat in 2 coats system

D   - Clear-coat 2k for 2 coats             923.HS90       HIGH  SOLID

                                                             923.EROS    EXTRA SOLID(polishing after  60' at 20°C.)

                                                             923.2060      EXTRA FAST  (  drying  20'  at  60°c.)

A   -聚酯刮涂腻子   
      Art. 861.0090

B   - 塑料用底漆      
      Art. 844.2000

B1 –双组分聚氨酯填充底漆  (5:1) 
    Art. 873.2K51 –或   873.ER31 (20°C60min后可落砂).

C   - 900 线型丙烯酸漆l                 Class 907 =   双组分定向光泽漆. 

                                                          Class  925 =  两道涂装体系的第一道涂层
D   -两道涂装体系的双组分透明漆      923.HS90     高固体份
                                                             923.EROS    超高固体份(20°C60min后抛光.)

                                                             923.2060      速干  (  60°c20min干.)

*  We can offer also the acrylic 2K lacquer 923.ST95 that does not need any thinner and respects the European regulations.

我们也能提供双组分丙烯酸漆923.ST95，施工时不需要任何稀释剂且符合欧洲的法规

Class 900 offers a complete program of colours for all the motorbikes  available on the European market. The swatch of motor-bike colour chips contains about 2000 colours. 

Class 900 提供所有欧洲市场上有的摩托车的颜色的完整的方案.摩托车色卡样品包括大约2000种颜色.


In addition, Palini offers a complete system for the industrial sector:
另外,Palini 也提供工业漆的完整的体系

ENAMELS FOR INDUSTRIAL PURPOSES

工业漆

POLYPAL 607 -707

A system of products with different application and performance characteristics developed for use on iron, steel, wood, glass, plastic, etc.

一系列用不同的方法施工和有不同性能的产品:可用于钢铁、木材、玻璃、塑料等。

25 base colours  that give access to 40,000  solid colours for the industrial market (based on RAL, PANTONE, NCS standards) and for commercial vehicles (lorries, cars, agricultural machines, etc).

有25种基础色，可调制40,000工业市场用的实色漆(基于RAL, PANTONE, NCS标准)和商业运输工具(卡车、轿车、农业机械等)

The 607 POLYPAL system consists of concentrated pigmented pastes. 

607 POLYPAL体系重点介绍色浆。
By the addition of specific binders, enamels of different qualities can be achieved : chlorinated rubber, glossy epoxy vinil, epoxy 2K , nitro-acrylic, nitro-synthetic, polyurethanE  2K , siliconic, iron micaceous, etc.
通过添加专用基料，可以得到不同质量的油漆：氯化橡胶漆 ,有光乙烯改性环氧树脂漆、双组分环氧树脂漆 ，硝基-丙烯酸漆，硝基合成漆，双组分聚氨酯漆, 有机硅漆, 云母氧化铁漆等。

                                                                                                                                              Moreover, in each single chemical family of enamels (nitro, synthetic, polyurethane 2k , etc.), the 607 POLYPAL system can offer a wide choice of different solutions in price and quality in order to meet the customers’ requirements.

为了满足客户的要求，在每类树脂的油漆（硝基漆、合成漆、双组分聚氨酯漆等）607 POLYPAL体系提供一系列的不同价格和质量的若干个配方供选择。

The regularly updated colour book Vol. 3 includes a wide range of colours for the industrial field. The formulas for the proper reproduction of the colours can be found on microfiche and CD.
定期地更新的颜色书 Vol. 3 包括宽范围的工业领域用的颜色。较为合适的调制指定颜色油漆的配方在缩影胶片和CD上有介绍。

Herewith enclosed, we are sending you the “index opportunities” where you can verify all the kinds of enamels that the 607 series can offer.

同此附上,我们送你的是"检索索引" 你能查到 607 系列能提供的所有油漆的类型。

On the same brochure you find the base:
 在同样的小册子上有：

converter ratios (e.g. in the ratio 1:1 the first figure refers to the base weight while the second figure refers to the converter weight).
转化型漆配比（例如1:1,第一个数字指油漆的重量,第二个指固化剂的重量）

The quality and the matching system of 607 class also offers enamels to spray cars.

质量和匹配体系 607 class  也提汽车喷漆相关内容。

You can repaint a car by using the 607.0402 nitro-acryl, the 607.0815 polyurethane 2k or the 607.0614 fast drying synthetic.

你可以使用 607.0402 硝基—丙烯酸漆， 607.0815 双组分聚氨酯漆或 607.0614 速干合成漆重新涂装一辆汽车。
In addition, 607 class offers shining enamels (100 gloss) or matt or semi-matt enamels (20-40 gloss).  That distinguishes the 607 series for furniture painting, too.

除此之外， 607 class  提供高光泽瓷漆 (光泽100) 或 无光 或半光磁漆 (光泽20-40) 。   那也是607class可用于家具漆的原因。


And, what’s more, we can offer support materials such as:

· Mixing equipment: available for all systems.

· CIT: our training centre offers theoretical and practical courses to improve knowledge 


    about products application and colour matching.  

· Documentation and technical sheets: for all the items we manufacture.
另外,我们提供辅助材料例如:

· 混合设备: 可用于各个体系.

· CIT:我们的培训中心提供理论和实践课程,以提高产品施工和颜色调配的知识水平
· 文件和技术小册子:各产品均有.

We are sure you will not hesitate to get in touch with us for more information about our products and we look forward to hearing from you soon, we remain.

我们确信你会毫不犹豫的联系我们，以得到我们产品的更多信息。我们等待着你的来信或来电。

Yours faithfully,
Dr. Alberto Nichetti  

          PALINI VERNICI SRL
Tel. 0039-0364-882725

V.LE  RIMEMBRANZE, 12 
Fax  0039-0364-882740

25055 PISOGNE – BS – ITALY
E-MAIL : exp@palini.com 

Visit  our Website at:   www.palini.com                                                           

PAINTING CYCLES

FOR

INDUSTRIAL VEHICLES

工业汽车漆

系列

PALINAL

CAR PAINTS
汽车漆
PAINTING CYCLES FOR

INDUSTRIAL VEHICLES

工业用车辆涂装系列
CYCLE 01
For degreased galvanised metal, sanded and degreased or phosphated metal





and light alloy substrates.
系列01               用于除油的镀锌金属，喷砂处理和除油的或磷化处理的金属和轻合金底材。
A) Primer 2K (wather based) 100P2500
A)   双组分底漆（水性的）100P2500

B) Polyester putty 861 o 866 (if required)

B)   聚酯腻子861或866(如果需要) [原文为861 o 866,可能印错]
C) Filler 2K (wather based) 100F7777
C)   双组分填充底漆（水性的）100F7777



TOP COAT:

            面漆:


D)
 Polyurethane   2K   code    815.....
    D)     双组分聚氨酯漆       代码   815.....

D1)
 Acrylic 2K                         907.....
    D1)   双组分丙烯酸漆                   907..... 


D2)
 Acrylic 2K                         ST 910.....
    D2)    双组分丙烯酸漆                 ST 910.....

D3)
 Base coat 925 926 o 927 plus clear coat 2k  serie 923....  or water  borned  120 HYDROPAL    plus  clear  coat.
     D3)   底涂层925、926或927  加 双组分透明涂层 923.....系列   或水性120 HYDROPAL 加透明涂层。
RESISTENCES

salt spray corrosion cabinets 800 h
humidity cabinets 500 h

QUVB    :  with  paint   D)  250 h. -   D1) 400h.  -    D2)  400h. -    D3) 450 h

 耐盐雾      800 h
耐湿热     500 h

QUVB    :  按油漆的品种   D)  250 h. -   D1) 400h.  -    D2)  400h. -    D3) 450 h

CYCLE 02
For all supports except wood and plastic.
系列02               用于木材和塑料以外的所有底材。

A)
Etch primer   CODE  868.....
    A)  防腐底漆      代码868.....

B)
Fast drying topcoats  alkydic  code   614.....

    B)  快干醇酸面漆              代码   614..... 

RESISTENCES

Salt spray corrosion cabinet  200 h.
humidity cabinets 150 h

QUVB  150 h.

耐盐雾      200 h
耐湿热      150 h

QUVB  150 h.

CYCLE 03
For all supports except wood e plastic.
系列03              用于木材和塑料以外的所有底材。

A)
Etch primer   code  868.....
    A)    防腐底漆      代码868.....


B)
Polyurethane topcoats  2k    code    815.....

    B)   双组分聚氨酯面漆          代码  815.....
RESISTENCES

salt spray corrosion cabinets 200 h
humidity cabinets 150 h

QUVB  250  H. 

耐盐雾    200 h
耐湿热   150 h

QUVB    250 h.

CYCLE 04
For degreased, phosphated, sand-blasted metal substrates.
系列04              用于除油的、磷化、喷砂处理的金属底材。

A)
Phosphate primer  code  662.....  ( or  code   661…  1k primer on  zinc-plated iron ).
    A)   磷化底漆        代码662.....（或  代码661.....    镀锌铁板上的单组分底漆）
B) Fast drying topcoats  alkyd  code  614.....
B)   快干醇酸面漆        代码614.....
RESISTENCES

salt spray corrosion cabinets 200 h
humidity cabinets 150 h

QUVB     150 h.

耐盐雾    200 h
耐湿热   150 h

QUVB  150 h.

CYCLE 05
For degreased, phosphated, sand-blasted metal substrates.
系列05               用于除油的、磷化、喷砂处理的金属底材

A)
Phosphate primer   code  662.....
    A)   磷化底漆         代码662....

B)
Polyurethane topcoat 2k   code   815.....
    B)   双组分聚氨酯面漆     代码    815.....

RESISTENCES

salt spray corrosion cabinets 400 h
humidity cabinets 180 h

QUVB    250   h.

耐盐雾    400 h
耐湿热    180 h

QUVB  250 h.

CYCLE 06
For galvanised metal, phosphated or sand.blasted metal and light alloy 




substrates.

系列06               用于镀锌金属，磷化处理的或喷砂处理的金属和轻合金底材。
A) Epoxy primer  code  880..or  881...
A)   环氧底漆       代码   880..或  881... 

TOP COAT:
面漆:


B)
Polyurethane  2k   topcoat  code     815......
B)  双组分聚氨酯面漆    代码   815......


B1)
2K acrylic  topcoat              code     907....
    B1)   双组分丙烯酸面漆              代码    907…..


B2)
2K acrylic  topcoat ST         code    910… 
    B2)    双组分丙烯酸面漆ST        代码   910….

RESISTENCES

salt spray corrosion cabinets 500 h
humidity cabinets 250 h

QUVB : with  paint     B)   250 h.  -    B1) 400 h.  -       B2)  400h.

耐盐雾    500 h
耐湿热   250 h


QUVB    :  按油漆的品种    B)  250 h. -   B1) 400h.  -    B2)  400h. 


CYCLE 07
For phosphated or sand-blasted metal and light alloy substrates.

系列07              用于磷化或喷砂处理的金属或轻合金底材.


A)
Wather based 1K primer    code   100P3000
     A)   单组分水性底漆             代码     100P3000

B) Wather based 1K topcoat   code   100S..... 

B)   单组分水性面漆              代码    100S…..

RESISTENCES

Salt spray corrosion  cabinet 150 h.
humidity cabinets 300 h

      QUVB  100  h. 

耐盐雾    150 h
耐湿热   300 h



CYCLE 09
For degreased galvanised metal, sanded and degreased or phosphated metal





and light alloy substrates.

系列09               用于除油的镀锌金属，喷砂处理和除油的或磷化处理的金属和轻合金底材。

A)
Epoxy primer     code 880 or  881….
   A)   环氧底漆          代码  880 或 881….

B)
Polyester putty   code 861.0090 (if required)
    B)   聚酯腻子      代码 861.0090(如果需要)


C)
PUR FULLER   code 873.3001 or  epoxy  primer   code 891.7777
    C)   聚氨酯填充底漆[原文为fuller]代码873.3001 或 环氧底漆   代码  891.7777



TOP COAT:
            面漆:


D)
Polyurethane  2k   code    815.....

    D)   双组分聚氨酯漆    代码   815……

D1)
2K acrylic             code    907.....
D1)   双组分丙烯酸漆   代码  907….


D2)
2Kacrylic ST        code    910.....
    D2)   双组分丙烯酸漆 ST  代码  910 …..


D3)
Multicryl base  coat  mat  code  925or 926 or 927 + clear lacquer  2k   series 923.....

   D3)  Multicryl base coat  mat     代码   925 或926 或 927  加  双组分透明漆系列 923....

RESISTENCES

salt spray corrosion cabinets 1000 h
humidity cabinets 500 h

QUVB   with   enamel  815                              250 h.         ΔΕ ≤ 1.5      -       ΔGloss ≤  30%

               with  enamel 907                                400 h.        ΔΕ ≤ 0.5      -       ΔGloss ≤    5%

               with enamel 910                                 400 h.        ΔΕ ≤ 1.0      -       ΔGloss ≤    5%

               with 925  plus  clear lacquer             450 h.        ΔΕ ≤ 1.5      -       ΔGloss ≤    5%

耐盐雾   1000 h
耐湿热    500 h

QUVB   涂装磁漆  815                               250 h.         ΔΕ ≤ 1.5      -       光泽偏差 ≤  30%

               涂装磁漆907                                400 h.        ΔΕ ≤ 0.5      -       光泽偏差 ≤    5%

              涂装磁漆910                                 400 h.        ΔΕ ≤ 1.0      -       光泽偏差 ≤    5%

               涂装 925 加透明漆                       450 h.        ΔΕ ≤ 1.5      -       光泽偏差 ≤    5%

CYCLE 10
For degreased galvanised metal, sanded and degreased or phosphated metal





and light alloy substrates.
系列 10               用于除油的镀锌金属，喷砂处理和除油的或磷化处理的金属和轻合金底材。

A)
Polyester putty   code  861.0090 (if required)
     A)   聚酯腻子      代码    861.0090 (如果需要)

C) Etch primer  code 868.....
D)   防腐底漆    代码868…..

D) PUR FULLER  code  873.3001
E) 聚氨酯填充底漆[原文fuller]     代码  873.3001


TOP COAT:
           面漆:


D)
Polyurethane 2k    code  815.....
    D)    双组分聚氨酯漆      代码 815…..


D1)
2K acrylic ST        code  910.....
    D1)   双组分丙烯酸漆  ST   代码  910…..


D2)
Multicryl base  coat  code  925  or 926 or  927 + clear  lacquer 2k  series 923.....

  D2)  Multicryl base coat      代码   925 、926 或 927  加  双组分透明漆系列 923....

RESISTENCES

salt spray corrosion cabinets 600 h
humidity cabinets 200 h

QUVB   with  paint :    D)  250  h.  -      D1)  400h.    -        D2)    450  h.

耐盐雾   600 h
耐湿热    200 h

QUVB   按油漆的品种 :    D)  250  h.  -      D1)  400h.    -        D2)    450  h.

CYCLE 11
For sanded and degreased fibreglass and SMC substrates.
系列11             用于喷砂和除油处理的玻璃纤维和SMC底材.

A) Polyester putty code 861.0090 (if required)
A) 聚酯腻子  代码  861.0090(如果需要)

B) 2K primer (wet on wet)  code  873.2001
B)    双组分底漆(湿碰湿施工)  代码 873.2001



TOP COAT:
            面漆:


C)
Polyurethane  2k   code  802.....
     C)    双组分聚氨酯漆   代码 802…..


C1)
2K acrylic  ST     code 910.....
      C1)   双组分丙烯酸漆  ST      代码 910…..


C2)
Multicryl base  coat  code  925 or 926 or  927 + clear  lacquer 2k series 923.....
C2)  Multicryl base coat    代码   925 、926 或 927  加  双组分透明漆系列 923....

RESISTENCES

humidity cabinets 300 h

QUVB with  paint :      C)  250 h.   -       C1)   400  h.  --          C2)   450  h.

耐湿热       300 h

QUVB 按油漆的品种:      C)  250 h.   -       C1)   400  h.  --          C2)   450  h.

CYCLE 12
For substrates with new, original, degreased paintings treated with red Scotch Brite
系列12                用于Scotch Brite   红处理过的   的底材

A)
RAL SEALER  code     873.2002
    A)    RAL  封闭底漆  代码    873.2002[RAL 可能是一个公司,有RAL色卡]


TOP COAT:
面漆:


B)
Polyurethane   2k     code   815.....
     B)   双组分聚氨酯漆    代码      815……

B1)
2K acrylic  ST          code 910.....
     B1)   双组分丙烯酸漆ST   代码910…..


B2)
Multicryl base  coat  code  925 or 926 or  927 + clear lacquer  2k   series 923.....
B2)  Multicryl base coat    代码   925 、926 或 927  加  双组分透明漆系列 923....

QUVB  with  paint  :    B)    250h.    -      B1)   400  h.   -       B2)    450 h. 

QUVB  按油漆品种 :    B)    250h.    -      B1)   400  h.   -       B2)    450 h. 

CYCLE 14
For all substrates except wood e plastic.
系列14                用于除木材和塑料以外的底材.


A)
Etch primer    code   868.....
     A)   防腐底漆      代码868…..


B)
80°C oven  drying topcoat     code   607.0209
     B)    80°C 烘干面漆            代码     607.0209

RESISTENCES

salt spray corrosion cabinets 200 h
humidity cabinets 150 h

QUVB    300  h.

耐盐雾   200 h
耐湿热    150 h

QUVB      300 h.

CYCLE 15
For  degreased, phosphated and sand-blasted metal substrates.
系列15                用于除油的、磷化处理和喷砂处理的金属底材。
A) Phosphate primer  code  662..
A)   磷化底漆   代码662.

B)    80°C  oven  drying enamel  1k  alkyd   code   607.0209 
B)   80°C  烘干的单组分醇酸磁漆      代码   607.0209

RESISTENCES

salt spray corrosion cabinets 150 h
humidity cabinets 150 h

QUVB  300  h.

耐盐雾   150 h
耐湿热    150 h

QUVB   300 h.

CYCLE 17
For degreased galvanised metal, sand-blasted or phosphated metal





and light alloy substrates
系列17                 用于除油的镀锌金属，喷砂处理或磷化处理的金属和轻合金底材。

A)
Epoxy primer   code   880....or  881….
    A)    环氧底漆      代码    880.....或  881.... 
B) 80°C oven drying enamel  1k  alkyd code   607.0209
B)   80°C  烘干的单组分醇酸磁漆      代码   607.0209

RESISTENCES

salt spray corrosion cabinets 500 h
humidity cabinets 250 h

QUVB    300  h.

耐盐雾   500 h
耐湿热    250h

QUVB   300 h.
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CHASSIS

汽车底盘
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BODIES

车身
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ALUMINIUM SIDE PANELS铝侧挡板
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TANKS

罐车
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REFRIGERATED VEHICLES

冷藏车
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CABINS

牵引车
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BUSES

公共汽车
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GENERAL PURPOSE TRUCKS一般用途货车
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SPECIAL VEHICLES

专用车辆
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SITE VEHICLES

建筑工地用车辆 
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AGRICULTURAL VEHICLES

农用车辆 
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APPLICATION SYSTEMS
涂装方法

APPLICATION
涂装方法
ADVANTAGES
优点
LIMITS
局限性
TYPES OF PRODUCT
适用产品类型

A
Convenztional system.

Gravity or suction feed
传统的重力式或吸上式喷涂方法
1)

2)
Fine atomisation of the paint particles
油漆被很好的雾化

Particularly useful for metallics
涂装金属制品非常实用


1)

2)
Creates a large atomisation
产生大量漆雾

Requires greater thinning
消耗大量稀释剂
All types
所有类型

B
Under pressure
低压喷涂
1)
2)

3)
Better handiness
操作方便

Higher application speed
涂装速度快

Higher spray uniformity
喷涂质量均匀
1)

2)
Paint and air lines to the gun
喷枪的供漆和供气管线的局限性

More detailed maintenance
维护保养烦琐
All types
所有类型

C
Under pressure hot at 60°C
低压60°C热喷涂
1)

2)

3)
One hot coat= Two cold coats
热涂层厚度=2倍冷涂层

Fast execution
涂装速度快

Faster dust free
不沾尘干较快
1)

2)
Thicknesses difficult to regulate
漆膜厚度不易控制

Not all the products can be used
并不适用所有类型的油漆
1K products
单组分油漆

D
Airless
无空气喷涂
1)

2)


Good melting-in appraisal
估计能进入表面缝隙，提高附着力

Paint saving
节省油漆，损失少
1)

2)
Possibility of running through excessive thickness
喷涂过厚容易流挂

Application regulated only by the nozzle and speed of operator
涂装时只能通过喷嘴和操作的速度控制
All types
所有类型



E
Air mix
???
Same advantages as airless with greater atomisation
同无空气高雾化喷涂
More textured finishes compared to pressurised
同低压喷涂相比面漆有斑纹
All types
所有类型

F
Electrostatic
静电喷涂
1)

2)
Ideal for structures difficult to exploit the winding effect
不能利用风效应（winding effect）涂装的结构的理想的涂装方法

Paint saving
节省油漆，损失少
1)

2)
Spray gun handiness
喷枪不易操作

Need to have a products within a resistivity range
油漆需要在一定的电阻范围内
Only products with a flash point >21°C
仅限于闪点>21°C的产品

G
Hot electrostatic airless
加热静电无气喷涂
This metod groups the qualities of systems C-D-F together that can be used together or separately
该方法综合了C-D-F三种方法性能，可一起使用也可分开使用

URFACE CLEANING 

AND PREPARATION

表面的清洁和表面处理
To get the best results from any painting system it is essential that the surface to be painted is prepared correctly. The following methods of preparation are the minimum required
为了使每个涂装体系达到最好的效果有必要对需要涂装的表面进行适当表面处理. 根据底材不同至少需要按下表所示的方法进行处理
TYPE OF SUBSTRATE

底材
METHOD OF PREPARATION
表面处理方法




OILED WHITE METAL

(Cold rolled) 

有油的有色金属（冷轧）
a) Sanding or disc sanding and successive washing with 950..... thinner

     or 100D1998 (VOC=0)

b) Manual or automatic phosphating 
a)砂纸打磨或圆盘打磨机打磨 随后用 950..... 稀释剂 或100D1998 (VOC=0)清洗

 b)手工的或机械的磷化处理

BLACK METAL

(Hot rolled) 

黑色金属

(热轧)
a) Sand-blasting: SA degree to define according to needings

b) Disc sanding and successive washing with 950..... thinner

or 100D1998 (VOC=0) 
a) 喷砂处理: 根据需要确定相应的SA等级

b) 砂纸圆盘打磨 随后用 950..... 或100D1998 (VOC=0)稀释剂清洗

SANDED METAL
砂纸打磨过的金属
Remove dust with air and paint within 24 hours
用压缩空气除去砂尘，并且在24h之内涂装

CAST IRON
铸铁
a) Sand-blasting: SA degree to define according to needings

b) Degreasing with 950..... thinner or 100D1998 (VOC=0) and suitable

tools with regard to the porosity of the substrate 
a) 喷砂处理: 根据需要确定相应的SA等级
b) 用 950..... 稀释剂或100D1998 (VOC=0)除油并且根据铸铁表面的多孔性要选用适当的工具

GALVANISED METAL
镀锌金属

Degreasing with 950..... thinner or 100D1998 (VOC=0) 

Avoid prolonged contact with the hands. In the case of imprints difficult to remove with the thinner, we advise sanding and then washing with thinner. 

用 950..... 稀释剂或100D1998 (VOC=0)除油
避免长时间用手接触。 在稀释剂除去指痕是比较困难的情况下,我们建议先用砂纸打磨再用稀释剂清洗.

ZINC COATED METAL

(Electrolytic or hot dipped) 

镀锌金属
(电镀锌或热浸镀锌)
a) Dry sanding with N150 grade paper and degreasing with 950..... thinner 

     or 100D1998 (VOC=0)

b) Treatment with chemical activators 
a)用 N150 型号(N150 grade)的砂纸干打磨然后用 950..... 稀释剂或

       100D1998 (VOC=0)除油.

b) 用化学方法处理

LIGHT ALLOY
轻合金
a) Sanding or smoothing and successive degreasing with 950..... thinner

     or 100D1998 (VOC=0)

b) Treatment with chemical agents

c) Sand-blasting 
a) 用砂纸打磨 然后用 950..... 稀释剂或100D1998 (VOC=0)除油.
b) 用化学试剂处理
c) 喷砂处理

STAINLESS STEEL
不锈钢
Sanding or smoothing and successive degreasing with 950..... thinner or 100D1998 (VOC=0) 

用砂纸打磨 然后用 950..... 稀释剂或100D1998 (VOC=0)除油


FIBREGLASS
玻璃纤维
Sanding of gelcoat and successive degreasing with 950..... thinner or 100D1998 (VOC=0) 

用砂纸打磨凝胶涂层然后用 950..... 稀释剂或100D1998 (VOC=0)除油

VARIOUS PLASTICS
各种塑料
Follw the instructions for each particular type
按照塑料类型的不同进行不同的处理

ORIGINAL PAINTS,

OLD 2K PAINTINGS,

PRE-PAINTED METAL
原装漆,

旧双组分干漆膜,

预涂金属
Dry sanding with 400 grade paper and successive degreasing with 950..... thinner or 100D1998 (VOC=0)

用400号(400 grade)砂纸干打磨 然后用 950..... 稀释剂或100D1998 (VOC=0)除油.

OLD SYNTHETIC AND NITRO-SYNTHETIC PAINTINGS
旧的合成树脂漆膜或合成硝基漆膜
Carefully wash the surface, degrease with 950..... thinner or 100D1998 (VOC=0) 

小心地清洗表面, 然后用 950..... 稀释剂或100D1998 (VOC=0)除油.

WOOD

木材
Dry sand the surface with 100 grade paper to remove roughness and hair, blow dust off with air
用100号(100 grade)砂纸干打磨表面使表面光洁除去木毛, 用压缩空气吹去砂尘
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707.0107
QUICK DRYING WATER SOLUBLE PAINTS水溶性快干漆



707.0115
WATER POLYURETHAN ENAMEL水性聚氨酯磁漆



707.0162
FAST DRYING WATER ANTIRUST水性快干防腐漆














707.0402
NITRO ACRYLIC ENAMEL硝基丙烯酸磁漆



707.0512
FAST INDUSTRIAL NITRO ENAMEL快干工业用硝基磁漆



707.0522
INDUSTRIAL NITRO ENAMEL工业用硝基磁漆



707.0541   MATT
MATT NITRO ENAMEL无光硝基磁漆



707
HAMMER FINISH锤纹面漆









707.0209
OVEN DRYING (80°C) ENAMEL烘干磁漆（80℃）



707.0211
OVEN DRYING (120°C) ENAMEL烘干磁漆（120℃）



707.0603
BRUSH SYNTHETIC ENAMEL刷涂型合成磁漆



707.0611
QUICK DRYING HIGH SOLID ONE COMPONENT ENAMEL
单组分的快干高固体份磁漆



707.0612
INDUSTRIAL FAST DRYING ENAMEL工业用快干磁漆



707.0613
LARGE SURFACES ENAMEL QUICK DRYING大面积区用快干磁漆



707.0614
QUICK DRYING ENAMEL快干磁漆



707.0615
QUICK DRYING ENAMEL QUICK快干磁漆



707.0616
QUICK DRYING ENAMEL WITH HIGH HIDING POWER
高遮盖力快干漆



707.0617   MATT
MATT QUICK DRYING ENAMEL无光快干磁漆



707
HAMMER FINISH锤纹面漆



707.0624
ALKYLIC UNIVERSAL PAINT – HIGH GLOSS高固体份丙烯酸通用漆



707.0606   MATT
BRUSH SYNTHETIC ENAMEL-MATT刷涂型无光合成磁漆









707.0814
POLYURETHAN ENAMEL聚氨酯磁漆



707.0812
INDUSTRIAL POLYURETHANIC  ENAMEL工业用聚氨酯磁漆



707.0815
MEDIUM-SOLID POLYURETHANIC ENAMEL中等固体份聚氨酯磁漆



707.0816   MATT
MATT POLYURETHANIC ENAMEL无光聚氨酯磁漆



707.0817   MATT
INDUSTRIAL MATT POLYURETHANIC ENAMEL工业用无光聚氨酯磁漆



707.0824         
POLYURETHAN STANDARD HIGH TICKNESS AND GROSS
聚氨酯厚涂有光漆



707
HAMMER FINISH锤纹面漆



707.0803
POLYURETHAN ENAMEL EXTRA外用聚氨酯磁漆



954.0818
MATT EMBOSSED POLYURETHAN ENAMEL无光压花聚氨酯磁漆



954.0818
GLOSS EMBOSSED POLYURETHANE N ENAMEL有光压花聚氨酯磁漆










707.0809
HIGH RESISTANCE EPOXY TEXTURED ENAMEL
高耐性立体花纹磁环氧树脂磁漆



707.0809   MATT
HIGH RESISTANCE MATT EPOXY TEXTURED ENAMEL
高耐性无光立体花纹磁环氧树脂磁漆



707.0810   MATT
MATT EPOXY TEXTURED ENAMEL无光立体花纹磁环氧树脂漆



707.0819
SPECIAL POLYURETHAN ENAMEL专用聚氨酯磁漆









707.0145
GLOSSY EPOXY ENAMEL有光环氧树脂磁漆



707.0880
COLOURED EPOXY PRIMER彩色环氧树底漆









707.0661
PRIMER FOR ALUMINIUM AND ZINC-PLATED SHEET METAL
铝材和镀锌金属板用底漆



707.0662
SYNTHETIC ANTIRUST QUICK DRYING快干合成防腐漆














707.0605   MATT
MATT IRON-MICACEOUS ENAMEL无光云母氧化铁磁漆



707.0608
LARGE GRAIN MICACEOUS SATIN FINISH IRON ENAMEL
大粒径云母氧化铁半光面漆



707.0609
EXTRA LARGE GRAIN IRON-MICACEOUS SATIN FINISH ENAMEL




特大粒径云母氧化铁半光面漆










707.0626
2 COATS SYSTEM SOLID COLOURS两道涂装的实色漆



707.0830   MATT
MATT ENAMEL “SOFT”无光磁漆“soft”



707.0850
ACRYLIC - VINYL ENAMEL 2K    双组分乙烯改性丙烯酸磁漆















707.0804
                            2K ACRYLIC ENAMEL – HIGH COVERING POWER高遮盖力双组分丙烯酸磁漆
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P  U  T  T  Y

A2
866.7777
POLYESTER  KNIFE  -  LONG  POT  -  LIFE


A6
560

HIGH TICKNESS NITROSYNTHETIC PUTTY


A9
861.0090
KNIFE  PUTTY  FOR  CAR  REFINISH  UNIVERSAL


A14
861.0099
KNIFE  PUTTY  LIGHT LOW SPECIFIC WEIGHT

腻子
A2   
 866.7777
聚酯类刮涂型长活化期的腻子
A6     
560

厚涂型合成硝基腻子[原文high tickness可能有错]


  A9     
861.0090  
汽车修补漆用通用型刮涂腻子

 A14    
861.0099  
刮涂型超轻腻子 

P R I M E R     A N D    A N T I R U S T

B01
881L7777       
EPOXY  PRIMER  GREY  -  WET   ON  WET


B4
662

ECOLOGICAL  SYNTHETIC  ANTIRUST


B11
880. 4444       
EPOXY  PRIMER 


B13
868. 2000
ECOLOGICAL  WASH  FULLER


B16
844. 2KPC
PRIMER  FOR  POLYCARBONATE   SURFACE


B18 1
844 . 2000
UNIVERSAL  PRIMER  FOR  PLASTIC

B18 2
844 . 2000
UNIVERSAL  PRIMER  FOR  PLASTIC

底漆和防腐底漆
B01
881L7777       
湿碰湿的灰色环氧底漆

B4
662

无污染合成防腐底漆

B11
880. 4444       
环氧底漆

B13
868. 2000
ECOLOGICAL  WASH  填充底漆
B16
844. 2KPC
聚碳酸酯面漆用底漆

B18 1
844 . 2000
塑料通用底漆

B18 2
844 . 2000
塑料通用底漆

F U L L E R   A N D   P R I M E R


C1
460L7777
AKRYL FULLER


C3
891.7777
OVEN  EPOXY  PRIMER


C4
862.7777
SPRAY  POLYESTER  PUTTY

2k
C7
873.2001
WET  ON  WET  CATALYZED  PRIMER 


C9
873.2002
RAL - SEALER


C11
873.3001
PUR - FULLER  -  2  K   (  3:1  ) BEIGE


C15
873.7038 
RAL  FULLER  -  2  K    (  3:1  ) GREY


C17
873.2K51 
ACRYL - FILLER S.T.  -  2  K   (  5:1  ) GREY


C18
873.ST51 
ACRYL - FILLER S.T.  -  2  K   (  5:1  )  GREY DARK


C20
873.ER31 
FILLER 2K EXTRA RAPID ( SANDABLE  AFTER  60  MIN. AT  20c°) 

C20 1     873.ER31 
FILLER 2K EXTRA RAPID

填充剂和底漆

C1
460L7777
AKRYL FULLER（丙烯酸填充剂）

C3
891.7777
烘烤的环氧底漆

C4
862.7777
喷涂的聚酯腻子
双组分
C7
873.2001
湿碰湿催化固化型底漆 


C9
873.2002 
RAL – 封闭底漆

C11
873.3001             双组分聚氨酯填充料   (  3:1  ) 驼色

C15
873.7038 
双组分RAL  填充料    (  3:1  ) 灰色

C17
873.2K51 
双组分丙烯酸填充剂S.T.    (  5:1  ) 灰色

C18
873.ST51 
双组分丙烯酸填充剂 S.T.     (  5:1  )灰黑色

C20
873.ER31 
双组分速干填充剂 (  20°C,60min后可落砂) 

 C20 1     873.ER31 
双组分速干填充剂

E  N  A  M  E  L  S

D5       407  

NITROSYNTHETIC  ENAMEL  FOR  CAR-REFINISH
磁漆
D5       407      

汽车修补用硝基合成漆
ACRLYLIC
  2K   AND  2  COATS  enamels   by  class  900

 D1A
807

ACRYL  POLYURETHANIC  ENAMEL  2  K

 D1B
823

METALLIC/PEARL  BASE COAT FOR 2 COATS

 D1C    821

SOLID COLOR BASE-COAT

 D1D
824

TWO-COAT  PEARLY  BASE
class  900  的双组分丙烯酸漆和两道涂装磁漆
 D1A
807

双组分丙烯酸聚氨酯磁漆
 D1B
823

两道涂装漆的金属闪光或珠光漆底涂层
 D1C    821

实色漆底涂层
 D1D
824

两道涂装漆的珠光漆底涂层
E  N  A  M  E  L  S
ACRYLIC 2  K  AND  2  COATS enamels   by  class  900


D19A
907

DIRECT  GLOSS  2K  MULTICRYL


D19G
903

DIRECT GLOSS 2K MULTICRYL


D19H
910

SOLID  THINNER  2K  SOLID  COLOR


D19L
925

METALLIC/PEARL  BASE  COAT  H.S.  MULTICRYL 


D19M
926

SOLID  COLOR  BASE  COAT  MULTICRYL


D19N
927

PEARL  BASE  COAT  H.S.  MULTICRYL

E  N  A  M  E  L  S
class  900  提供的双组分丙烯酸漆和两道涂装的磁漆


D19A
907

双组分定向光泽MULTICRYL


D19G
903

双组分定向光泽 MULTICRYL


D19H
910

SOLID  THINNER  2K  SOLID  COLOR


D19L
925

METALLIC/PEARL  BASE  COAT  H.S.  MULTICRYL 


D19M
926

SOLID  COLOR  BASE  COAT  MULTICRYL


D19N
927

PEARL  BASE  COAT  H.S.  MULTICRYL
ACRILYC  1  PACK   BY  CLASS  900

D19T
813.....

ACRYLIC 1 PACK – ALL COLOURS –

              D20        622

AIR  DRYING  ENAMEL  FOR  CAR  REFINISH


D37
802.Z589
POLYURETHANIC EN. NATO GREEN IR


D46
147.ALIM
WHITE  EPOXY  ENAMEL   FOR   FOOD


D47
800.ALIM
WHITE  POLYURETHANIC  ENAMEL  FOR   FOOD

 CLASS  900  提供的单组分丙烯酸漆
D19T
813.....

单组分丙烯酸漆 – 各种颜色 –

              D20        622

汽车修补用自干磁漆

D37
802.Z589
聚氨酯的 EN. NATO 绿 IR


D46
147.ALIM
可用于食品容器的白色环氧磁漆

D47
800.ALIM
可用于食品容器的白色聚氨酯磁漆
C L E A R   L A C Q U E R

CLEAR  LACQUER  1  PACK 

              D27       813.1000      
ACRYLIC  CLEAR  COAT  1  K  -READY  TO  USE 

              D28       813.2000            QUICK   DRYING  ACRYLIC  CLEAR  COAT  1K 
              D49       813.4000            ACRYLIC  CLEAR  COAT  1  K 

清漆
单组分清漆 

              D27       813.1000             可直接使用的单组分丙烯酸清漆 

              D28       813.2000            单组分速干丙烯酸清漆 
              D49       813.4000            单组分丙烯酸清漆 

CLEAR  COAT  2K  


D25
923.MS..
M.S.  ACRYLIC  TRANSPARENT  FOR  2  COAT


D26
923.HS90
H.S.  ACRYLIC  TRANSPARENT  FOR  2  COAT




D36
823.2011
CLEAR COAT 2K MEDIUM SOLID


D38
923.2011
CLEAR COAT 2K HIGH SOLID


D45
923.ST95
LACQUER  EXTRA  SOLID NO THINNER


D54
823.HS98
CLEAR COAT 2K HIGH SOLID

D58
923.MAT3
TRANSPARENT MAT HS
D62     
923.EROS           HIGH PERFORMANCE CLEAR COAT 2K

( Sandable  after  60'  at  20c° -  VOC = 200  gr/lt)

D64
923.2060
HIGH SOLID FAST CLEAR

双组分清漆  


D25
923.MS..
M.S. 涂装两道的丙烯酸透明漆

D26
923.HS90
H.S.  涂装两道的丙烯酸透明漆

D36
823.2011 
中等固体份的双组分清漆

D38
923.2011     
高固体份的双组分清漆

D45
923.ST95
100%固体份清漆
D54
823.HS98
高固体份的双组分清漆
D58
923.MAT3
透明无光漆 HS

D62     923.EROS             高性能双组分清漆



(20°C,60min后可落砂-  VOC = 200  gr/lt)

D64
923.2060 
高固体份坚牢清漆
H Y D R O P A L    W A T E R    F I L L E R

X113
100F7777
HYDROPAL  TWO  COMPONENTS  WATER  FILLER


X117
100P2500
HYDROPAL  TWO  COMPONENTS  WATER  PRIMER


X126
100B7777
UNDERBODY  WATER  PROTECTION


X127
100P3000
PRIMER  1K  WATER  BASED  ANTI  -  CORROSION


X128
100S .....
ONE  COMPONENT  WATER  BASED  ENAMEL
H Y D R O P A L    水性填充剂

X113
100F7777
HYDROPAL  双组分水性填充剂


X117
100P2500
HYDROPAL  双组分水性底漆

X126
100B7777
车身底盘水性保护漆


X127
100P3000
单组分水性防腐底漆

X128
100S .....
单组分水性底漆
C O M P L E M E N T A R Y    P R O D U C T S

补充的产品：

D65
957.EROS
ADDITIVE FOR LARGE SURFACES
                                                      大面积区用的助剂


E02
074. 2K..
TOUCH  UPS  THINNER

                                                      局部修补漆稀释剂


E03
074.DS..              METALLIC  TOUCH  UPS  THINNER 

                                                      金属闪光修补漆稀释剂


E04
950. ....

ANTISILICONIC  THINNER

                                                      抗硅油稀释剂

E05
100D1998
WATER  BASED  ANTI SILICON  THINNER

                                                      水性 抗硅油稀释剂


Z2
981.1000
ANTISILICONIC  ADDITIVE

                                                      抗硅油助剂


Z3
955. ....

POLICONVERTER

                                                      多元转化剂


Z4
956. ....

PALISPOT


Z5
954.0020             EXTRA  MATTING  PASTE

                                                      高效消光浆

Z7
959

PROTECTIVE  PRODUCT  FOR  BOXES

                                                      保护性外包装

Z8
954.0818
PASTE  FOR  POLYURETHANIC  EMBOSSED

                                                      聚氨酯轧花用色浆


Z9
958. ....

ACCELERATOR  2K

                                                      双组分促进剂

Z12
957. ....

ELASTICIZING


Z27
993.SPOT
EXTRA QICK H.S. HARDENER
                                                      高效固化剂H.S.


Z28
993.SLOW
SLOW  MEDIUM  SOLID  HARDENER

                                                      中低固含量固化剂

Z30
900.FIX1
FIXATIVE  FOR  METALLIC

                                                      金属颜料定向剂

Z34
993.FAST
QUICK  H.S.  HARDENER

                                                      高效固化剂H.S.


Z37
993.MS..
HIGH SOLID HARDENER
                                                      高固体份固化剂

水    性    漆





WATER  BASED  PAINTS





硝    基    漆





NITRO  PAINTS





快 干 合 成 漆





QUICK  DRYING  SYNTHETIC  PAINTS





聚  氨  酯  漆





POLYURETHAN  PAINTS





SPECIAL  EFFECT – TEXTURED - EMBOSSED





特殊效果漆 – 立体花纹漆 – 压花漆





环 氧 树 脂 漆





EPOXY PAINTS





防 腐 底 漆





ANTIRUST – PRIMER





云母氧化铁涂料





IRON – MICACEOUS PAINTS





其  它  油  漆





OTHER PAINTS





ACRILIC PAINTS





丙  烯  酸  漆
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