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The clear  123.0250  is obtained from the reaction of  a poly-acrylic resin  in an aqueous dispersion with a hardener with low content of co-solvents.

The result is a water based clear with absolute affinity to the water

based tinters of the Hydropal 120 system that produces the following advantages :

1. Shorter flashing off times compared to the traditional low VOC high build clears.

2. Lower VOC compared to solvent clears.

3. The gloss and fullness of the clear applied to water based tinters is equal to or better than solvent clears.

4. It can also be applied to solvent based tinters.

APPLICATION GUIDE

1. Application of an uniform coat ,full  at  70-80%.

2. Flashing off of  10’  at  20°c.

3. Application of  uniform  and  full (100%) coat.

4. Flashing off for around 10’

5. Drying for 45’ at 60°C or for 12 h at 20°C.

Solid  shades  of class  126  must be hardened  with  10%  of   115.0120 and not diluted at all, when oversprayed  with clear  123.0250.

N.B. During the flashing off time, it is not necessary to wait until the water completely evaporates  (the milky appearance disappears during drying).

ATTENTION

THE PRODUCT MUST BE MIXED CAREFULLY AFTER ADDING THE HARDENER.

AFTER THE WATER HAS BEEN ADDED CAREFUL MIXIN MUST BE REPEATED.

The container where the waterborne products are prepared ,has to be clean accurately therefore without tracks of solvent. The airbrush ,already cleaned, has to be accurately rinsed with  water (also tap water) before using, to avoid the appearance  of clots or silicon's effects.

 The  product  123.0250  complies  with EU directive  2004/42/CE
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	Nature of product

Produktbasis

Nature du Produit
	Watery emulsion of one resin acrylic modified 
	
	
	Dry film thickness

Trockenschichtstarke

Epaisseur du film sec
	40 – 50 micron

	
	Appearance

Aussehen

Aspect
	Brilliant 
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	Flash time

Abluftzeit

Desséchement
	5’-10' at 20°C



	
	Colour

Coloris
	Transparent
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	 (20° C) 

 Dustfree

 Hurs poussiére
	30’



	
	Selling viscosity

Viscosité de vente 
	110’’  +-  10 DIN 4  
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	(20° C) 

 Touch  free

 Sec au toucher
	4 h



	
	Specific gravity

Specifisches gewict

Poids spécifique
	1
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	Dry to assemble

Montage fertig

Dur pour assemblage
	12 h
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	Mixing ratio

Proportion de melange
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	Throigh drying 20°C

Durckgetrocknet 60°C

Sec en profondeur
	> 24 h at 20°C

45’ at 60°C after 10’ of 

hardening in  oven
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	Produkt – Produit

 Hardener

Harter - Catalyseu

Diluente - Thinner

Verdunner - Diluant
	123.0250      100 (p.w.)

115.0120       50(p.w.)

  mix very  well  

100D…          50(p.w)

    mix  very  well
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	20°C.  Pot life-     Topfzeit 

     Vie en  pot  
	2h
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	Flat bed sander wet

Schleifenmask.nass

Orbital mouille
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	Spraying viscosity

Verarbeit viscositat

Viscosité d'application
	15’’ Ford 4
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	flat bed sander dry

Schleifenmask.troc

Orbital sec
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	Gravity  feed spray gun

Fliessbecher

Projecteur - buse
	1.3 – 1.4 mm   Traditional

               HVLP
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	Lucidatura

Polisching

Polierung

Polissage
	After 45’ at 60°C and also after 14 h at 20°C
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	Suction  feed spray gun

Projecteur - buse
	1.6 – 1.7 mm              Traditional              HVLP
	
	
	Resa                   mq/kg

Yield

Ergiebigkeit

Rendement
	11 - 13



	
	 (bar)

Air pressure

Pression d'application 
	4,0       Traditional 

1.8–2.2   HVLP/ LVLP gun
	
	
	Prodotti Complementari

Subsidiary products


	100.0074 (touch ups  thinner x water  clear)

115.0120  HARDENER
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	Number of coats

mbre des couches
	1 UNIFORM FULL AT 70/80%                                + ,SPACED OF  10',

 1 NORMAL AND UNIFORM  COAT    
	
	
	Komplementar Produkte

Produits Complementairs
	

	
	
	
	
	
	Ageing

Conservabilite
	1 year in a dry place 
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