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	DIRECT GLOSS 2K -WATER  BORNED -HYDROPAL
	129

03/2011



	D70

	
	2004/42/ IIB

(d ) (420) 250

	 The direct gloss 2K  Enamel class  129 (WATER  BORNED) 

	is obtained by mixing  pigmented  concentrated  pastes (tinters ) HYDROPAL 120  with the  binder 120.2K09, ,according to the formulas 'PALCOLOR’ in class 129.

	Class  129  reproduces  all the pastel shades of  all motor car,lorry, ,motorcycles, manufacturing companies.

	 RAL,NCS,PANTONE  colours are available too.



	Class  129  works  with  the  support of CHROMA-CARD,accurated colour-matches.



	The Enamel 129  has high  hiding and expansion power, excellent

	brightness and it is weather resistant.

	It is suggested   to apply  enamel  129  on  our  Fillers  code:

	873.2K51, 873.GT05(WET ON  WET-2K),100F7035 (wet on wet-1k- water based).

SHAKE VERY WELL,TINTERS 120 ,upside-down ,that must be at 20°C., BEFORE TO WEIGHT  IT IN FORMULAS.PAINT MUST BE APPLYIED AT  20°C  Paint class 129  must be filtered n. 5000( 80 microns) before application.


	APPLICATION ( EVERY FORMULA,  on  our  Compact  Disk ,  OFFERS  THE RIGHT  %   OF  THINNING  AGENT  and HARDENER ):

	GLOSS COLOURS IN  129: HARDENED 50% WITH 115.0120  AND DILUTED 40% WITH  100D…-

MAT COLOURS  in  129 ( under hood):  HARDENED  20%  WITH 115.0120 AND DILUTED 20%



	1)   apply  a uniform  coat ,FULL  AT  70-80%, having  the  gun  at 

	     10-15  cm. from  the  support.

	     Air pressure, measured at gun-stock , of:                          

                   3,5  - 4,0   bar  normal  gun              1,8-2,2  bar  if  HLVP -LVLP gun

	                    Nozzle  :  1,2 - 1,3  mm.

	

	2)  wait  for  flash  off during   10'  at  20°c.

	3)  apply a regular,very uniform coat with same distance and elements as point 1.

	4) wait  for  flash -off  during  10'-15' at  25°- 20°C.

	5) Dry for 45' at 60°c.- After drying, open  the door  of  the  oven.

	   The  piece  can  be  handled  after  30'-60'  after  hot-drying.

	   

	If 3rd coat is required, apply it as in point 1 and 2,after  10' at  20°c.  

	NB:   IT  IS  NECESSARY TO  MIX  ACCURATELY  THE  PAINT  129  WITH  THE 

      HARDENER  115.0120  BEFORE  ADDING  THINNER  100D…

	      After  having  well  mixed  the  paint  and the  hardener

	      it  is  necessary  to  mix  well  and  accurately the previous  mixture 

	      with  thinner  100D…… (demineralised water).  


 The  product  129  complies  with EU directive  2004/42/CE

	OK!!!                                        NO!!!
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	DIRECT GLOSS 2K-(water  borned) Hydropal 
	129



EVERY FORMULA,  on  CD   PALCOLORSYSTEM, OFFERS  THE RIGHT  QUANTITY OF THINNING AGENT AND HARDENER

	
	Natura del prodotto

Nature of product

Produktbasis

Nature du Produit
	Acrylic modified
hydrodiluable
	
	
	Spessore film secco

Dry film thickness

Trockenschichtstarke

Epaisseur du film sec
	50-60 microns 


	
	Aspetto

Appearance

Aussehen

Aspect
	Gloss
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	Appassimento

Flash time

Abluftzeit

Desséchement
	10'- 15'  at 20°C.

	
	Colore

Colour

Farbe

Couleur
	All pastel shades
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	Fuori polvere (20° C)

Dustfree

Staubtrocknen

Hors poussiére
	

	
	Viscosità vendita

Selling viscosity

Verkaufsviskositat

Viscosité de vente 
	40'' -  50''  Ford 4
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	Secco al tatto (20° C)

Touch free

Beruhrungstrocknen

Sec au toucher
	

	
	Peso specifico

Specific gravity

Specifisches gewict

Poids spécifique
	1,0 - 1,3  according to the shades
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	Pronto al  montaggio

Dry to assemble

Montage fertig

Dur pour assemblage
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	Raporto miscela

Mixing ratio

Mischverhaltnis

Proportion de melange


	THE PAINT  129 MUST  BE  FILTERED  N. 5000 (80 MICRONS)  BEFORE  APPLICATION
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	Essic. Completa

Throigh drying 20°C

Durckgetrocknet 60°C

Sec en profondeur


	45'at60°C. after  flash-off of  10'-15' at 20°c.

OPEN  THE  DOORS  OF  THE  OVEN , AFTER  DRYING,FOR VENTILATION. 
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	ProdotTto - Product

Produkt - Produit

Catalizzatore - Hardener

Harter - Catalyseur

Diluente - Thinner

Verdunner – Diluant


	129 hydropal 100(weight)
      115.0120
if gloss colour-    50(weight)

 if underhood       20(weight)

          (mixing accurate)

        100D….

gloss colour-       40(weight)

 underhood          20(weight)

    (mixing accurate)
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	Sopraverniciabile

Next coat wet-on-wet

Uberlackierbar

Recouvrable

Cart manuale bagnato

Sanding by hand wet

Schleifenman.nass

Papier abrasif à l'eau

Cart. Manuale secco

Sanding by hand dry

Schleifenman. Trocken

Papier abrasif sec
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	Pot - life (20° C)

Topfzeit (20° C)

Vie en  pot (20° C)
	COLOURS OBTAINED ON  MIXING BASE 9001 TOO, REQUIRE HARDENER  AND  THINNER   20% IN WEIGHT
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	Roto orbitale bagnato

Flat bed sander wet

Schleifenmask.nass

Orbital mouille
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	Viscosità applicazione

Spraying viscosity

Viscosité d'application
	22  +- 3  ford  4
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	Roto orbitale secco

Flat bed sander dry

Schleifenmask.troc

Orbital sec
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	Tazza a caduta

Gravity  feed spray gun

Projecteur - buse
	1,2 - 1,3 mm.  normal gun

1,2 - 1,3 mm.  HVLP -LVP 
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	Lucidatura

Polishing

Polierung

Polissage
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	Tazza ad aspirazione

Suction  feed spray gun

Projecteur - buse
	1,5  -  1,7   mm.
	
	
	Resa                   mq/kg

Yield

Ergiebigkeit

Rendement
	

	
	Pressione aria (bar)

Air pressure

Pression d'application 
	3,5 -4,0 bar normal  gun

1,8- 2,0 bar   HVLP  GUN

1,8- 2,2 bar   LVLP  GUN 
	
	
	Prodotti Complementari

Subsidiary products


	100D2996
115.0120  HARDENER   
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	Numero mani

Number of coats

Spritzegange

Nombre des couches
	2   or  3  spaced of  10' 
	
	
	
	TDS  D70

2004/42/ IIB
 (d) (420)  250
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GENERAL  INFORMATIONS

120 Hydropal - mixing system waterborne
(pigmented   concentrated pastes  plus   binders)
 Hydropal 120 is a mixing system composed by  74  concentrated pigmented  pastes ( tinters) ,dissolved  in a modified  vehicle  in the aqueous phase ,  and  by different  binders.

 Pigmented  pastes  of 120  hydropal ( different colours ) permits the creation, after adding a water based specific binder ,  of solid, metallic, pearl water based double coat topcoats.  

   Binders     available  in  120  Hydropal    are the following:

    120.DS69  for   w.b. basecoat metallic and pearl colours
-   formulas      class 125

    120.DS64  for  w.b. basecoat solid colours

           -  formulas       class 126

    120.2K09  for w.b. solid colours  2k



-  formulas       class 129

     120  Hydropal mixing system  utilises  2  reducers  too : 100E0224  and  100D…

The addition of those binders and reducers , that appears automatically in the formulas (reported  in  Palcolor  CD)  of  classes  125,126,129,  permits covering power regulation in function to technical and/or commercial requirements. 

120 HYDROPAL   is  ready   for  use  from  the mixing  machine.

All  formulas  in   class  125,126,129 ,created  from 120 hydropal, respect  legislation  2004/42/IIB-  (d) ( 420) 420.               Voc  compliant ,conform with  directive  2004/42/EC. 

     Hydropal 120  is suitable for use on   cars, motorcycles, trucks  and  buses.

    Can  be  used  for  spot , panel and  overall repair.

	Characteristics
	Advantages

	Homogenous tinters free from sedimentation 
	Does not require tinter mixing 

	High tinter concentration
	Maximum yield/covering power/time saving/smaller packs

	Minimum solvent content < 15%

Average VOC 300 g./lt.
	Odourless, protecting the operator and the environment

The solution to legislative aspects
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	FOR  SOLID  COLOURS  ONLY  -  CLASS  126  -  129  

	CODE OF  BASE COLOUR 
	DESCRIPTION

	120.0002
	NERO BLU (PER PASTELLI)

	120.8805
	NERO PROFONDO GIALLO (PER L.D. PASTELLI)

	120.8811
	BLU SCURO-ROSSO (PER PASTELLI)

	120.8815
	VERDE SCURO-BLU (PER PASTELLI)

	120.8816
	VIOLETTO (PER PASTELLI)

	120.8846
	BLU VERDE PULITO (PER PASTELLI)

	120.8848
	BLU VERDE (PER PASTELLI)

	120.8896
	ROSA (PER PASTELLO)

	120.8897
	ROSSO VIOLA (PER PASTELLO)


On   tinting  formulas  in  class  126  and  129 ,IF  ARE  REQUIRED  PIGMENTS 

BLACK,BLUE,GREEN,VIOLET,RED,PINK, 

 IT  IS  NECESSARY  UTILISE   ONLY  CODES  OF  BASE-COLOUR  120  HERE  REPORTED

	PALINI VERNICI S.R.L.

V.le rimembranze, 12

25055 PISOGNE - BRESCIA - ITALY 
	UFFICIO VENDITE

TEL. 0039.0364-88 27 27

FAX 0039.0364-88 27 40
	E-MAIL : mail@palinal.com
HTTP : //www.palinal.com
	ASSIST.COLORIMETRICA

TEL. 0039.0364-88 04 96

FAX 0039.0364-87 7 22
	LABORATORIO PRODOTTI

TEL. 0039.0364-87 8 39

FAX 0039.0364-87 7 22
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	I dati forniti su questa scheda sono il frutto della nostra migliore esperienza.Tuttavia devono essere considerati quali informazioni senza alcun valore vincolante, anche per quanto riguarda eventuali diritti di proprietà di terzi e non esime il cliente da eseguire propri controlli dei prodotti da noi forniti allo scopo  di stimare l'idoneità o meno ai procedimenti ed ai cicli previsti. L'applicazione e l'impiego dei prodotti  avvengono
	
	fuori dalle nostre possibilità di controllo e ricadono pertanto sotto l'esclusiva responsabilità del cliente. Nel caso venga chiesta una responsabilità, questa sarà limitata per i danni, al valore dei prodotti da noi forniti e impiegati dal cliente. Ovviamente noi garantiamo una costanza di qualità ineccepibile dei nostri prodotti.



