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EPOXY PRIMER-  OCHRE  COLOUR 
880.4444


B11

Technical data sheet 

Edition  11/2006 


2004/42/ IIB

(c) (540) 540

The Epoxy Primer   880 .4444   is mainly employed, as an antirust

primer,in the painting cycles of big and middle seized body-

shop of buses, coatches, carriages etc.

It belongs to the ''ecological''  products  line which is free

from the elements such as lead, chromium etc. harmful to the 

users and pollutant for the environment.

The anticorrosive pigment used in the 880.4444 is, as an ac-

tual fact, the  zinc phosfate, a non-toxic product which al-

lows the welding of the already pained sheets  with no deve-

lopment of tossic gas.

The preparation of  the undercoat is  important. The perfect

preparation is to be done with a sanding SA 2.5  immediately

followed by the application of the primer. When a sanding is

not  possible, a mechanical  cleaning, by  means of  sanding

disk  may be carried out. Take care of removing any trace of 

rust, calamine or non-perfectly adherent old paintings.Apply

soon after  the Primer 880. The types  882 and 897.2000  are

available as catalysts.

The 882  will  be employed when a  long pot-life is required

(up to 1 day at 20 degrees) and the application of the putty

both polyester putty-knife and polyester spray is to be done

either after oven-drying(1h. at 60 degrees) or after 24h. at

least of air-drying at 20 degrees. Instead,the type 897.2000

will be employed when a drying-oven is not available and the

application of the polyester putties after 4 or 5h. at least

at 20 degrees is to be carried out.

So, the shorter pot-life is not a problem.

It has been  also noticed that  the Hardener 882  allows the

Primer 880.4444 a best adherence  to aluminium and zinc plated

sheets. It is not reccommended to start the puttying with

polyester directly on sheet, as the  zones always of contact

sheet/putty cause rust specially in the zones always in con-

tact with water (drips, roofs, shutter and so on).

The Epoxy primer 880 may be used in all painting cycles whe-

re a strong  resistance to corrosion is required, and there-

fore in outside carpentery, stocking tanks,chemicals plants,

etc.

A painting cycles made of Primer 880 (50 microns) and Acryl-

polyurethanic  Enamel 807 or 907 (60 microns) stands perfec-

tly longer than 1000 h. in saline cloud chamber (ASTM B 117)

and 500 h. in humidstat (ASTM D 2247).

Moreover, the  Epoxy Primer 880. adheres perfectly to appro-

priate sanded fiber glass,so it is recommended as first coat

in the painting cycles of the a.m. kind of manufactures.

ATTENTION :  The hardening process is not  possible when the

room temperature is lower than 10 degrees.



880.4444  has a Voc content  of  540 gr/lt.

880.4444 complies  with EU directive  2004/42/CE, on point (c).
880.4444 is allowed for the maintenance of vehicles in the body-car shop.
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EPOXY PRIMER
880.4444



Natura del prodotto

Nature of product

Produktbasis

Nature du Produit
Epoxy



Spessore film secco

Dry film thickness

Trockenschichtstarke

Epaisseur du film sec
50 microns



Aspetto

Appearance

Aussehen

Aspect
Matt
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Appassimento

Flash time

Abluftzeit

Desséchement



Colore

Colour

Farbe

Coloris
880.4444  OCHRE
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Fuori polvere (20° C)

Dustfree

Staubtrocknen

Hurs poussiére
897.2000 882…

20'                   25'


Viscosità vendita

Selling viscosity

Verkaufsviskositat

Viscosité de vente 
12.000 CPS  
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Secco al tatto (20° C)

Tack free

Beruhrungstrocknen

Sec au toucher
45'                   60'



Peso specifico

Specific gravity

Specifisches gewict

Poids spécifique
1,6
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Pronto al  montaggio

Dry to assemble

Montage fertig

Dur pour assemblage
4 h.                  8 h.
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Rapporto miscela

Mixing ratio

Mischverhaltnis

Proportion de melange
3:1 V. Stick E89   4:1 V. Stick F89
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Essic. Completa

Throigh drying 20°C

Durckgetrocknet 60°C

Sec en profondeur
12 h.                   24 h.
40'                     60'
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Prodotto - Product

Produkt - Produit

Catalizzatore - Hardener

Harter - Catalyseur

Diluente - Thinner

Verdunner - Diluant
880.      100 VOLUME    100  WEIGHT               
897.2000  33  VOLUME     20  WEIGHT
077.... . 25  VOLUME     15  WEIGHT 

880.      100 VOLUME    100 WEIGHT
882.....   25 VOLUME     15 WEIGHT

077.....   40 VOLUME     25 WEIGHT
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Sopraverniciabile

Next coat wet-on-wet

Uberlackierbar

Recouvrable

Cart manuale bagnato

Sanding by hand wet

Schleifenman.nass

Papier abrasif à l'eau

Cart. Manuale secco

Sanding by hand dry

Schleifenman. Trocken

Papier abrasif sec
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Pot - life (20° C)

Topfzeit (20° C)

Vie en  pot (20° C)
8 h.   WITH   897.2000 

                                  24  h.   WITH  882….
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Roto orbitale bagnato

Flat bed sander wet

Schleifenmask.nass

Orbital mouille
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Viscosità applicazione

Spraying viscosity

Verarbeit viscositat

Viscosité d'application
18-20'' Ford 4    

16-18'' Din 4
20-22 Afnor 4
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Roto orbitale secco

Flat bed sander dry

Schleifenmask.troc

Orbital sec
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Tazza a caduta

Gravity  feed spray gun

Fliessbecher

Projecteur - buse
1,5 - 1,7  mm.
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Lucidatura

Polisching

Polierung

Polissage
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Tazza ad aspirazione

Suction  feed spray gun

Saugbecher

Projecteur - buse
1,7 - 1,9  mm.


Resa                   mq/kg

Yield

Ergiebigkeit

Rendement
6 - 7


Pressione aria (bar)

Air pressure

Luftdruck (bar)

Pression d'application 
3 – 4  NORMAL  GUN  


Prodotti Complementari

Subsidiary products
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Numero mani

Number of coats

Spritzegange

Numbre des couches
1 crossed coat


Komplementar Produkte

Produits Complementairs
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Applicazione Spatola

Application of putty

Auftragung spachtel

Application a spatule



Conservabilità

Ageing

Haltbarkeit

Conservabilite
12 months in a cool and dry place

Technical  data  sheet  :   B11

                                         2004/42  IIB

                                         ( c ) ( 540 )  540  

PALINI VERNICI S.R.L.

V.le rimembranze, 12

25055 PISOGNE - BRESCIA - ITALY 
UFFICIO VENDITE

TEL. 0039.0364-88 27 27

FAX 0039.0364-88 27 40
E-MAIL : mail@palini.com
HTTP : //www.palini.com
ASSIST.COLORIMETRICA

TEL. 0039.0364-88 04 96

FAX 0039.0364-87 7 22
LABORATORIO PRODOTTI

TEL. 0039.0364-87 8 39

FAX 0039.0364-87 7 22

I dati forniti su questa scheda sono il frutto della nostra migliore esperienza.Tuttavia devono essere considerati quali informazioni senza alcun valore vincolante, anche per quanto riguarda eventuali diritti di proprietà di terzi e non esime il cliente da eseguire propri controlli dei prodotti da noi forniti allo scopo  di stimare l'idoneità o meno ai procedimenti ed ai cicli previsti. L'applicazione e l'impiego dei prodotti  avvengono

fuori dalle nostre possibilità di controllo e ricadono pertanto sotto l'esclusiva responsabilità del cliente. Nel caso venga chiesta una responsabilità, questa sarà limitata per i danni, al valore dei prodotti da noi forniti e impiegati dal cliente. Ovviamente noi garantiamo una costanza di qualità ineccepibile dei nostri prodotti.


