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EPOXY PRIMER- GREY –wet on wet too
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881.7777 is an epoxy primer with high anticorrosive and

protective properties.

It has an excellent adherence on iron (better sanded) and

on zinc plated sheets (degreased and sanded) and aluminium.

It can be applayed by brush (or by roller) and by spraygun

and it can be overcoated with every type of enamel.

Don't wait more than 12 /18 hours before spraying enamel on

primer 881.7777. If pimer 881.7777 is completely dryed it is 

necessary to sand it.

881.7777 is also suitable for WET ON WET CYCLE, with acrylic

2K enamels. After a flash time of 60'at 20° degrees C.,

 primer 881.7777 can be overcoated with enamels 807 /907/ 815.

The through drying  of cycle wet on wet requires 16 h. at 20

degrees C. or 1 h. at 60 degrees C.

881.7777 can be used in the painting cycles of industrial

motor vehicle,chassis,carpentery in general.

IT IS RECOMMENDED FOR PAINTING TANKS CONTAINING SOLVENTS OR

CHEMICAL SUBSTANCES, ZINC PLATED STRUCTURES (ROOFS, GUTTERS)

881.7777 can be used also for painting concrete floors.

Suggested dry film thickness is  60 / 80 microns with 2

crossed coats.

Don't employ 881.7777 when the temperature is less than 12

degrees C. and the humidity is more than 80 %.



Resistance  properties:





A painting cycles made of Primer 881 (50 microns) and Acryl-

polyurethanic  Enamel 807 or 907 (60 microns) stands perfec-

tly longer than 930 h. in saline cloud chamber (ASTM B 117)

and 450 h. in humidstat (ASTM D 2247).



881.7777 has a Voc content  of  530 gr/lt.

881.7777 complies  with EU directive  2004/42/CE, on point (c).
881.7777  is  allowed  for  the  maintenance  of  vehicles  in the body-car  shop
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EPOXY PRIMER GREY-  wet  on  wet  too
881.7777



Natura del prodotto

Nature of product

Produktbasis

Nature du Produit
EPOXY



Spessore film secco

Dry film thickness

Trockenschichtstarke

Epaisseur du film sec
40 60 microns



Aspetto

Appearance

Aussehen

Aspect
DEMI-MAT
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Appassimento

Flash time

Abluftzeit

Desséchement
20 minuts


Colore

Colour

Farbe

Coloris
GREY
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Fuori polvere (20° C)

Dustfree

Staubtrocknen

Hurs poussiére
30 minuts        20 minuts


Viscosità vendita

Selling viscosity

Verkaufsviskositat

Viscosité de vente 
16 DIN  8
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Secco al tatto (20° C)

Tack free

Beruhrungstrocknen

Sec au toucher
3,5  hours         2 hours



Peso specifico

Specific gravity

Specifisches gewict

Poids spécifique
1,7
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Pronto al  montaggio

Dry to assemble

Montage fertig

Dur pour assemblage
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Rapporto miscela

Mixing ratio

Mischverhaltnis

Proportion de melange
4 : 1(vol)            3 : 1 (vol)
with  hardener        with hardener

882…..                  897.2000   
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Essic. Completa

Throigh drying 20°C

Durckgetrocknet 60°C

Sec en profondeur
16 hours            12 hours
60 minuts           40 minuts
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Prodotto - Product

Produkt - Produit

Catalizzatore - Hardener

Harter - Catalyseur

Diluente - Thinner

Verdunner - Diluant
881.7777  100(weight)   100(weight)
882...    15 (weight)     0

or

897.2000     0           20(weight)
077...    30( weight)    25(weight)
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Sopraverniciabile

Next coat wet-on-wet

Uberlackierbar

Recouvrable

Cart manuale bagnato

Sanding by hand wet

Schleifenman.nass

Papier abrasif à l'eau

Cart. Manuale secco

Sanding by hand dry

Schleifenman. Trocken

Papier abrasif sec
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Pot - life (20° C)

Topfzeit (20° C)

Vie en  pot (20° C)
24 hours                  8 hours
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Roto orbitale bagnato

Flat bed sander wet

Schleifenmask.nass

Orbital mouille
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Viscosità applicazione

Spraying viscosity

Verarbeit viscositat

Viscosité d'application
18 ford 4 

 17 din 4 

20 anfor 4
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Roto orbitale secco

Flat bed sander dry

Schleifenmask.troc

Orbital sec
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Tazza a caduta

Gravity  feed spray gun

Fliessbecher

Projecteur - buse
1,5       1,7
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Lucidatura

Polisching

Polierung

Polissage
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Tazza ad aspirazione

Suction  feed spray gun

Saugbecher

Projecteur - buse
1,7        1,9


Resa                   mq/kg

Yield

Ergiebigkeit

Rendement
6 / 8


Pressione aria (bar)

Air pressure

Luftdruck (bar)

Pression d'application 
4   normal  gun


Prodotti Complementari

Subsidiary products
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Numero mani

Number of coats

Spritzegange

Numbre des couches
one or 2 crossed coats


Komplementar Produkte

Produits Complementairs


[image: image22.png]



Applicazione Spatola

Application of putty

Auftragung spachtel

Application a spatule



Conservabilità

Ageing

Haltbarkeit

Conservabilite
12 months in a cool and dried place

TDS :  BO1    

            2004/42/   IIB

           (c) (540) 530

PALINI VERNICI S.R.L.

V.le rimembranze, 12

25055 PISOGNE - BRESCIA - ITALY 
UFFICIO VENDITE

TEL. 0039.0364-88 27 27

FAX 0039.0364-88 27 40
E-MAIL : mail@palini.com
HTTP : //www.palini.com
ASSIST.COLORIMETRICA

TEL. 0039.0364-88 04 96

FAX 0039.0364-87 7 22
LABORATORIO PRODOTTI

TEL. 0039.0364-87 8 39

FAX 0039.0364-87 7 22

I dati forniti su questa scheda sono il frutto della nostra migliore esperienza.Tuttavia devono essere considerati quali informazioni senza alcun valore vincolante, anche per quanto riguarda eventuali diritti di proprietà di terzi e non esime il cliente da eseguire propri controlli dei prodotti da noi forniti allo scopo  di stimare l'idoneità o meno ai procedimenti ed ai cicli previsti. L'applicazione e l'impiego dei prodotti  avvengono

fuori dalle nostre possibilità di controllo e ricadono pertanto sotto l'esclusiva responsabilità del cliente. Nel caso venga chiesta una responsabilità, questa sarà limitata per i danni, al valore dei prodotti da noi forniti e impiegati dal cliente. Ovviamente noi garantiamo una costanza di qualità ineccepibile dei nostri prodotti.


