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	Class  920 is obtained  by  mixing  coloured-pastes of  class 900  with  the  binder  900.2K20 and   on  hardening  the obtained mixture  with  hardener 293.1051.

	In winter  time, we  suggest  to  use  the  fast  hardener ,code  293.1052, in the same percentage as 293.1051.


	920 uses the new revolutionary ST technology.  

	920 is the  ACRYLIC-POLYURETHANE  2k, direct gloss, topcoat obtained 

	 according to the = PALCOLOR PALINI = formulas, offered  for  class  920 on  =Palcolor  = CD.

	It permits all the solid colours of all carmakers to be reproduced.



	Colours for  motorcycles, lorries, industrial business  are  available  too.

Colour reference are available in CHROMA-CARD, accurate sprayed colour matches.



	Thanks to the special nature of the 900.2K20 binder, its

	catalysis with hardener  293.1051 produces a 3 component reaction

	(high solid resin, reactive thinners, extra solid catalyst)

	that permits product drying with extremely low emissions of 

	volatile organic substances (VOC<420 g./litre on application).



	Considering that the yield of this topcoat is 40% greater on 

	average than traditional high solid products, as it can encapsulate

	a greater quantity of pigments, the real VOC at the “chimney”

	Is reduced to 252 g./litre.



	The results of the low VOC and the high yield lead to the 

	application of a lower quantity of product, fewer coats, and

	consequently a shorter cycle time, offering a lower global cost. 

	The aesthetic appearance of the applied topcoat is exceptional,

	brilliant, full, and perfectly even with a D.O.I.( Definition of image) 

	value higher than 9. This is easily achieved also with a “single

	coat” and without the risk of runs.

	Resistance to chemicals and mechanical forces remains unchanged.

	It is applied to all kinds of refinishing primers such as our

	 Pur-Fuller 873.3001, 2K Filler  873.2K51,

	 2K filler 873.ST51,2k filler  873.GT05  wet on  wet.

	ATTENTION: like all products of this kind, the reaction cannot

	take place below 10°C.

	Do not therefore operate at temperatures below this.-

	

	THE PRODUCT  920  complies  with EU directive  2004/42/CE.
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	MULTICRYL 2K DIRECT GLOSS- 420 voc
	920



	
	Natura del prodotto

Nature of product

Produktbasis

Nature du Produit
	Acrylic


	
	
	Spessore film secco

Dry film thickness

Trockenschichtstarke

Epaisseur du film sec
	Greater than 50 microns



	
	Aspetto

Appearance

Aussehen

Aspect
	Gloss
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	Appassimento

Flash time

Abluftzeit

Desséchement
	

	
	Colore

Colour

Farbe

Couleur
	All solid colours
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	Fuori polvere (20° C)

Dustfree

Staubtrocknen

Hors poussiére
	40'

	
	Viscosità vendita

Selling viscosity

Verkaufsviskositat

Viscosité de vente 
	60'' +/- 5'' Ford 4 depending on colour
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	Secco al tatto (20° C)

Touch free

Beruhrungstrocknen

Sec au toucher
	3 h.



	
	Peso specifico

Specific gravity

Specifisches gewict

Poids spécifique
	0.9 - 1.3 depending on colour
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	Pronto al  montaggio 20°C

Dry to assemble 20°C

Montage fertig 20°C

Dur pour assemblage 20°C
	15 h.
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	Rapporto miscela

Mixing ratio

Mischverhaltnis

Proportion de melange
	2 : 1   Volume
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	Essic. Completa

Throigh drying 20°C

Durckgetrocknet 60°C

Sec en profondeur
	24 h. at  20°c.

40' at  60°c. after 20' of warm flash time
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	Prodotto - Product

Produkt - Produit

Catalizzatore - Hardener

Harter - Catalyseur

Diluente - Thinner

Verdunner - Diluant
	 920          100 (Vol.)

993.0420  293.1051       50 (Vol.)

075.0020      0-10 (Vol.)
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	Sopraverniciabile

Next coat wet-on-wet

Uberlackierbar

Recouvrable

Cart manuale bagnato

Sanding by hand wet

Schleifenman.nass

Papier abrasif à l'eau

Cart. Manuale secco

Sanding by hand dry

Schleifenman. Trocken

Papier abrasif sec
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	Pot - life (20° C)

Topfzeit (20° C)

Vie en  pot (20° C)
	1 h.
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	Roto orbitale bagnato

Flat bed sander wet

Schleifenmask.nass

Orbital mouille
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	Viscosità applicazione

Spraying viscosity

Verarbeit viscositat

Viscosité d'application
	26'' +/-3''  Ford 4 depending on colour
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	Roto orbitale secco

Flat bed sander dry

Schleifenmask.troc

Orbital sec
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	Tazza a caduta

Gravity  feed spray gun

Fliessbecher

Projecteur - buse
	1.2-1.3 mm     Normal and HVLP  GUN 
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	Lucidatura

Polishing

Polierung

Polissage
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	Tazza ad aspirazione

Suction  feed spray gun

Saugbecher

Projecteur - buse
	1.6 – 1.7 mm.
	
	
	Resa                   mq/kg

Yield

Ergiebigkeit

Rendement
	10 – 12

	
	Pressione aria (bar)

Air pressure

Luftdruck (bar)

Pression d'application 
	4 Normal  gun 

2-2.5   HVLP/High transfer  gun
	
	
	Prodotti Complementari

Subsidiary products


	293.1052 HARDENER X  SPOT REPAIR  

981.1000  - 958…  -   074.2K..
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	Numero mani

Number of coats

Spritzegange

Nombre des couches
	  1 - 2 SPACED AT 10'
	
	
	Komplementar Produkte

Produits Complementairs
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	Applicazione Spatola

Application of putty

Auftragung spachtel

Application a spatule
	
	
	
	Conservabilità

Ageing

Haltbarkeit

Conservabilite
	920(2 years)  Catalysts (1 year)


Tds :   D19R-    2004/42/ IIB  -     (d) (420) 420

	PALINI VERNICI S.R.L.

V.le rimembranze, 12

25055 PISOGNE - BRESCIA - ITALY 
	UFFICIO VENDITE

TEL. 0039.0364-88 27 27

FAX 0039.0364-88 27 40
	E-MAIL : mail@palinal.com
HTTP : //www.palinal.com
	ASSIST.COLORIMETRICA

TEL. 0039.0364-88 04 96

FAX 0039.0364-87 7 22
	LABORATORIO PRODOTTI

TEL. 0039.0364-87 8 39

FAX 0039.0364-87 7 22


	I dati forniti su questa scheda sono il frutto della nostra migliore esperienza.Tuttavia devono essere considerati quali informazioni senza alcun valore vincolante, anche per quanto riguarda eventuali diritti di proprietà di terzi e non esime il cliente da eseguire propri controlli dei prodotti da noi forniti allo scopo  di stimare l'idoneità o meno ai procedimenti ed ai cicli previsti. L'applicazione e l'impiego dei prodotti  avvengono
	
	fuori dalle nostre possibilità di controllo e ricadono pertanto sotto l'esclusiva responsabilità del cliente. Nel caso venga chiesta una responsabilità, questa sarà limitata per i danni, al valore dei prodotti da noi forniti e impiegati dal cliente. Ovviamente noi garantiamo una costanza di qualità ineccepibile dei nostri prodotti.



