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METALLIC/PEARL  BASE COAT- MULTICRYL

   HIGH OPACITY-
925


19L

SCHEDA  TECNICA

EDIZ.
10/2002

925  is  the   metallic/pearl  base  coat  obtained by mixing the

coloured-pastes multicryl 900  with  the binder 900.DS25 according to

the formulas reported on PALCOLOR microfilms cl.925 or in CD . 

925 offers both a traditional and high solid metallic base coat.

925 hiding power and yield are unic in the market. 

Class 925 dryes fast and it is easy to apply on both normal and high

solid application. Class 925 requires thinner 075.0020.



925    N O R M A L   A P P L I C A T I O N

------------------------------------------

A )  Dilute  100% in volume (1:1) the  base coat 925 with thinner  075.0020



B)  Spray on half coat plus two normal coats till the  surface  is covered .

Flash-off between the coats 5' - 1o'  minuts.



C )  Fade  out by taking the spray-gun away from the surface

(distance about 45 cm) AND  ON  DECREASING  A  LITTLE THE  AIR  PRESSURE.

The  final  fade out must be  applied on the surface as soon  as  the  normal  final  coat  of  paint  925 is  coming  mat(it means as soon solvents contained  in  base  925  are  evaporated).

The application of the fade out must be as the application of a normal,

regular coat but respecting 45 cm. distance from the surface and decreasing a  little  the  air  pressure.

The paint 925,during the fade-out,must come wet on surface and 

 without overspray or  roughness.  

============================================================



925   H I G H - S O L I D   A P P L I C A T I O N

-------------------------------------------------

A) Dilute the base coat 925 with 70% in volume( 1:0,7 ) of thinner 075.0020



B) Spray on half coat plus a normal coat till the surface is covered.

Flash-off between the coats 5'- 10'minuts.



C) Add into the remained product contained in the gun

30-35% of thinner 075.0020 or of thinner 074.DS.



D) Make the final fade out with a diluted product(about 1:1 MIXING RATIO between BASE COAT 925 and THINNER 075.0020 end/or 075.0020 PLUS 074.DS)  on  decreasing a little the air-pressure and on respecting a distance of about 45cm. from surface.

The paint,during the fade-out,must come wet on the surface and without overspray.

 The final fade out must be applied on the surface as soon the normal final coat  of paint 925 is coming  matt(it means as soon the  solvent contained into base  925 is evaporated- normally after 4 minutes at 20°c).

Base coat  925 must be applied on both well dryed and sanded

primers : sanded  with  paper number P.360 dry or P.600 wet.

We  suggest to apply base coat 925 on our Pur-Fuller 873.2K51 or 873.ER31.

On  old  paintings  we suggest you use as primer of adhesion ral-sealer 873.3002.

925 IS  A  PRODUCT NOT COMPLAINING  WITH THE USE REQUIRED  BY THE LEGISLATION  2004/42  CE.




METALLICBASE COAT-HS-MULTICRYL
925



Natura del prodotto

Nature of product

Produktbasis

Nature du Produit
POLYESTER MODIFIED



Spessore film secco

Dry film thickness

Trockenschichtstarke

Epaisseur du film sec
30 MICRONS          30 MICRONS



Aspetto

Appearance

Aussehen

Aspect
SILKING
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Appassimento

Flash time

Abluftzeit

Desséchement
10'-15'               15'-20'


Colore

Colour

Farbe

Coloris
ALL METALLIC SHADES
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Fuori polvere (20° C)

Dustfree

Staubtrocknen

Hurs poussiére



Viscosità vendita

Selling viscosity

Verkaufsviskositat

Viscosité de vente 
120'' FORD 4
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Secco al tatto (20° C)

Tack free

Beruhrungstrocknen

Sec au toucher



Peso specifico

Specific gravity

Specifisches gewict

Poids spécifique
1
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Pronto al  montaggio

Dry to assemble

Montage fertig

Dur pour assemblage
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Rapporto miscela

Mixing ratio

Mischverhaltnis

Proportion de melange
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Essic. Completa

Throigh drying 20°C

Durckgetrocknet 60°C

Sec en profondeur
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Prodotto - Product

Produkt - Produit

Catalizzatore - Hardener

Harter - Catalyseur

Diluente - Thinner

Verdunner - Diluant
             NORMAL      HIGH SOLID

925         100(VOL)       100(VOL)
075.0020    100(VOL)        70(VOL)

                              +

                       (x FADE-OUT)

                           075.0020

                            30(VOL)    

                      ADDED TO PRE- 

                      VIOUS MIXTURE         
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Sopraverniciabile

Next coat wet-on-wet

Uberlackierbar

Recouvrable

Cart manuale bagnato

Sanding by hand wet

Schleifenman.nass

Papier abrasif à l'eau

Cart. Manuale secco

Sanding by hand dry

Schleifenman. Trocken

Papier abrasif sec
AFTER 15'-20'WITH CLEAR LACQUER
923.HS90 OR 923.ST95
or 923.EROS

( IF  CLEAR  COAT  923.EROS  WILL  BE  APPLYED  ON  BASE  COAT  925,IT  IS  NE ESSARY  TO ADD  10% OF  HARDENER  993.MS  INTO BASE-COAT 925  WHEN  APPLYED).
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Pot - life (20° C)

Topfzeit (20° C)

Vie en  pot (20° C)
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Roto orbitale bagnato

Flat bed sander wet

Schleifenmask.nass

Orbital mouille
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Viscosità applicazione

Spraying viscosity

Verarbeit viscositat

Viscosité d'application
        NORMAL          HIGH SOLID

    15'' FORD 4     19''-20'' FORD4
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Roto orbitale secco

Flat bed sander dry

Schleifenmask.troc

Orbital sec
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Tazza a caduta

Gravity  feed spray gun

Fliessbecher

Projecteur - buse
        1,3 mm           1,5 mm

        NORMAL AND  HVLP  GUN 
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Lucidatura

Polisching

Polierung

Polissage
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Tazza ad aspirazione

Suction  feed spray gun

Saugbecher

Projecteur - buse
   1,6 mm -1,7mm


Resa                   mq/kg

Yield

Ergiebigkeit

Rendement
10-12                   12-14


Pressione aria (bar)

Air pressure

Luftdruck (bar)

Pression d'application 
        3,5-4   NORMAL GUN 

        1,8-2   HVLP   GUN 


Prodotti Complementari

Subsidiary products


075.0015 FAST THINNER(10-15gr)
075.0030 SLOW THINNER(> 25g)
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Numero mani

Number of coats

Spritzegange

Numbre des couches
1/2+2                   1/2+1
Spaced of 5'-10'        + final

                        fade-out


Komplementar Produkte

Produits Complementairs
074.DS  THINNER  X  RETOUCH-  SLOWER IN  DRYING
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Applicazione Spatola

Application of putty

Auftragung spachtel

Application a spatule



Conservabilità

Ageing

Haltbarkeit

Conservabilite


925 IS  A  PRODUCT NOT COMPLAINING  WITH THE USE REQUIRED  BY THE LEGISLATION  2004/42  CE.



PALINI VERNICI S.R.L.

V.le rimembranze, 12

25055 PISOGNE - BRESCIA - ITALY 
UFFICIO VENDITE

TEL. 0039.0364-88 27 27

FAX 0039.0364-88 27 40
E-MAIL : mail@palini.com
HTTP : //www.palini.com
ASSIST.COLORIMETRICA

TEL. 0039.0364-88 04 96

FAX 0039.0364-87 7 22
LABORATORIO PRODOTTI

TEL. 0039.0364-87 8 39

FAX 0039.0364-87 7 22

I dati forniti su questa scheda sono il frutto della nostra migliore esperienza.Tuttavia devono essere considerati quali informazioni senza alcun valore vincolante, anche per quanto riguarda eventuali diritti di proprietà di terzi e non esime il cliente da eseguire propri controlli dei prodotti da noi forniti allo scopo  di stimare l'idoneità o meno ai procedimenti ed ai cicli previsti. L'applicazione e l'impiego dei prodotti  avvengono

fuori dalle nostre possibilità di controllo e ricadono pertanto sotto l'esclusiva responsabilità del cliente. Nel caso venga chiesta una responsabilità, questa sarà limitata per i danni, al valore dei prodotti da noi forniti e impiegati dal cliente. Ovviamente noi garantiamo una costanza di qualità ineccepibile dei nostri prodotti.


